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use on either curbed
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300 @Used only in extreme cases.
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Subgrade — — 5
S/@Norma/ max. down drive.

300 @Used only in extreme cadses.

—
Use on either curbed or
non-curbed sections. (Always
construct berm behind curb to
prevent gutter drainage from
entering driveway.)

dge of Shoulder or Gutter Line

|

Subgrade—

[T there is no problem of water
draining down the drive then:
@Norma/ max. up drive.

(6)Used only in extreme cases. Use only on non-curbed sections
on seasonal or limited use entrances
GENERAL NOTES: or when drainage s not a ractor.

l.The first | OO0 mm shown as pavement shall be paved only when aburting a
paved area.

2. All residential or commercial drives 0% and over shall be paved.

NOTES ON MAXIMUM DRIVEWAY PROFILES:

l.These profiles are a guide for the majority of cases, but should be field
checked when the main line grade is steep (4 to 6% or greater) or the
angle of approach to the drive s unusual.

2.Generally the majority of drives on a project will be built with flafter profiles
than these maximum cases.

*3.When grading drives which are flatter than the maximum profiles the
following rule of thumb should be used: Do not exceed a grade % change
of more than 97 in a 2 000 mm increment of driveway length. This applies
to both up and down profiles.

DRIVES ON NON-SIDEWALK SECTIONS
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